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bent plate 
gooseneck
InstructIon manual

Installer: Read and understand this manual. Fully instruct and demonstrate the operation of this gooseneck hitch to the end user. 
Include the importance of observing all warnings. Provide this manual in its entirety to the end-user.



GROSS LOAD CAPACITY WHEN USED AS A WEIGHT CARRYING HITCH:                LBS. TRAILER WEIGHT &             LBS. TONGUE WEIGHT.

************DDDDOOOO    NNNNOOOOTTTT    EEEEXXXXCCCCEEEEEEEEDDDD    VVVVEEEEHHHHIIIICCCCLLLLEEEE    MMMMAAAANNNNUUUUFFFFAAAACCCCTTTTUUUURRRREEEERRRR''''SSSS    RRRREEEECCCCOOOOMMMMMMMMEEEENNNNDDDDEEEEDDDD    TTTTOOOOWWWWIIIINNNNGGGG    CCCCAAAAPPPPAAAACCCCIIIITTTTYYYY....************

INSTALLATION STEPS

PPPPEEEERRRRIIIIOOOODDDDIIIICCCCAAAALLLLLLLLYYYY    CCCCHHHHEEEECCCCKKKK    TTTTHHHHIIIISSSS    RRRREEEECCCCEEEEIIIIVVVVEEEERRRR    HHHHIIIITTTTCCCCHHHH    TTTTOOOO    IIIINNNNSSSSUUUURRRREEEE    TTTTHHHHAAAATTTT    AAAALLLLLLLL    FFFFAAAASSSSTTTTEEEENNNNEEEERRRRSSSS

AAAARRRREEEE    TTTTIIIIGGGGHHHHTTTT    AAAANNNNDDDD    TTTTHHHHAAAATTTT    AAAALLLLLLLL    SSSSTTTTRRRRUUUUCCCCTTTTUUUURRRRAAAALLLL    CCCCOOOOMMMMPPPPOOOONNNNEEEENNNNTTTTSSSS    AAAARRRREEEE    SSSSOOOOUUUUNNNNDDDD....

Curt Manufacturing LLC., warrants this product to be free of defects in material and/or workmanship at the time of retail purchase by the original purchaser.  If the product is found to be defective,
Curt Manufacturing LLC., may repair or replace the product, at their option, when the product is returned, prepaid, with proof of purchase.  Alteration to, misuse of, or improper installation of
this product voids the warranty.  Curt Manufacturing LLC.'s liability is limited to repair or replacement of products found to be defective, and specifically excludes liability for incidental or
consequential loss or damage.

25,000 6,250

16055                             GOOSENECK HITCH (RAIL MOUNT)

Parts List

DESCRIPTIONPART NUMBERQTYITEM

RAIL HAIR PINCM-16115-RHP41

RAIL MOUNTING PINCM-16115-RMP42

1)  Note: Before installing the 16055 gooseneck hitch, it is recommended that the mounting rails be
     reinforced through the center hole in the rails using 1/2" hardware.
 
2)  Place hitch into mounting rails and insert pins. Secure pins by installing rail hairpins as shown.
 
3)  Attach safety chains using the slots in the gooseneck plate.
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TO BE USED WITH 5TH WHEEL RAIL
KIT AND MOUNTING HARDWARE
(SOLD SEPERATELY)
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DRILL AND REINFORCE
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SAFETY CHAIN
ATTACHMENT


